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MosaicTM Programme mechanisms
RJ 45 sockets - cat. 5e

MosaicTM Programme mechanisms
RJ 45 sockets - cat. 6

Pack Cat.Nos Cat. 6 RJ 45 sockets (continued)

FTP with controlled access - 2 modules
Supplied with 2 keys for 5 sockets

5 0 765 95  White with red shutter

FTP 45° - 2 modules
10 0 765 05  White

FTP 2 x RJ 45 45° - 2 modules
5 0 765 06  White

FTP retractable RJ 45 sockets - 4 modules
With integrated retractable cord (0.9 m) 
Winds up automatically with a pushbutton

1 0 765 33  White
1 0 794 33  Alu

FTP 90° - 2 modules
Vertical snap-on socket for column module

10 0 765 92  White
10 0 794 92  Alu

Shielded STP - 1 module
10 0 765 63  White
10 0 765 83  White antimicrobial

Shielded STP - 2 modules
10 0 765 661  White

Shielded STP with controlled access - 2 modules
Supplied with 2 keys for 5 sockets

5 0 765 96  White with red shutter

STP 45° - 2 modules
Vertical snap-on socket for column module

10 0 765 07  White

Shielded STP 90° - 2 modules
Vertical snap-on socket for column module

10 0 765 93  White

1: Can be installed in receptacles for floor sockets (p. 479)

Can be integrated in all supports (p. 900-901)
Contacts marked with dual colour code and wiring schemes T 568 A 
and T 568 B
Conform to standards ISO/IEC 11801 Ed. 3.0, amendment 2, EN 50173-1 
and TIA/EIA 568 C

0 794 33 0 765 63 0 765 96 0 765 52 0 794 550 765 54

Pack Cat.Nos Cat. 5e RJ 45 sockets

UTP - 1 module
10 0 765 51  White
10 0 794 51  Alu

UTP - 2 modules
10 0 765 541  White
10 0 794 541  Alu

UTP with controlled access - 2 modules
Supplied with 2 keys for 5 sockets

10 0 765 97  White with red shutter

UTP retractable RJ 45 socket - 4 modules
With integrated retractable cord (0.9m) 
Winds up automatically with a pushbutton

1 0 765 30  White

UTP 45° - 2 modules
10 0 765 01  White

2 x RJ 45 UTP 45° - 2 modules
5 0 765 02  White

FTP - 1 module
10 0 765 52  White
10 0 794 52  Alu

FTP - 2 modules
10 0 765 551  White
10 0 794 551  Alu

FTP with controlled access - 2 modules
Supplied with 2 keys for 5 sockets

10 0 765 98  White with red shutter

1: Can be installed in receptacles for floor sockets (p. 479)

Can be integrated in all supports (p. 900-901)
Contacts marked with dual colour code and wiring schemes T 568 A 
and T 568 B
Conform to standards ISO/IEC 11801 Ed. 3.0, amendment 2, EN 50173-1 
and TIA/EIA 568 C


