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P 17 Tempra Pro IP 66/67 - LV 16 and 32 A

■ Dimensions

■ Characteristics

Terminal connection:
• Panel and surface mounting sockets
16 A: max. 1 x 4 mm2 rigid - 32 A: max. 1 x 10 mm2 rigid
• Plugs, mobile sockets:
16 A: max. 1 x 2,5 mm2 flexible - 32 A: max. 1 x 6 mm2 flexible
• Appliance inlets:
16 A: max. 1 x 2.5 mm2 rigid - 32 A: max. 1 x 6 mm2 rigid
IP 66/67  
IK 09 according
Material: polyamide 6
Self-extinguishing: 850 °C (support of active parts)
Temp. rating: - 25 °C to + 40 °C

Surface mounting sockets

Cat.Nos 5 553 54/55/56/58/59 and 5 554 54/55/56/58/59

Panel mounting sockets 

Cat.Nos 5 553 84/85/86/88/89 and 5 554 84/85/86/88/89

Appliance inlets

Cat.Nos 0 568 03/04/07/08/23/27/28

A B C D E F G H I J K L

LV 16 A

2P+E 125 93 144 125 131 137 22 17 20 70 178 200

3P+E 125 93 144 133 131 145 22 17 20 70 194 215

3P+N+E 125 93 144 139 131 150 22 17 20 70 205 227

LV 32 A

2P+E
150 113 171 155 156 170 28 22 26 90 224 250

3P+E

3P+N+E 150 113 171 161 156 175 28 22 26 90 231 260
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LV 16 A

2P+E 0.188 84 72 87 126 34 M 20 4.3

3P+E 0.257 84 72 95 134 34 M 20 4.3

3P+N+E 0.297 84 72 100 141 34 M 20 4.3

LV 32 A

2P+E
0.370 110 98 107 168 39 M 25 5.3

3P+E

3P+N+E 0.413 110 98 113 168 39 M 25 5.3
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LV 16 A

2P+E - - 84 33.5 42 94 88 42.5 114 42

3P+E - - 84 35.5 43 101 94.5 46 118 42

3P+N+E - - 84 36.5 44 108.5 101 50 123 42.5

LV 32 A

2P+E
- - 94 41.5 50.5 118 105.5 54.5 129.5 47.5

3P+E

3P+N+E 8 36 94 42.5 51.5 124.5 112 57.5 137 51




